
 

Embassy of the United States of America 

General Services Office 

Libreville, Gabon 

 

SCOPE OF WORK 

 

 

Product/service required: Sabliere Compound Exterior Paint  

 

Date needed by: September 15, 2015 

 

Detailed Description:  
 
Paint the exterior of 2 residential buildings, pool recreation building, perimeter wall, 

garden walls and fences. 

 

PAINTING SERVICES - DESCRIPTION OF WORK AND SPECIFICATIONS 

 
1. Pressure cleaning of all building exteriors, walls, and fences. 

2. Clean old paint, repair plaster, prime and smooth surface on the building 

exteriors, walls, and fences (COR to specify any special product need to 

be used) 

3. Apply three coats of high grade paint that is weather resistant, mildew 

resistant, and reliable for exterior paint job.  Paint top and inside of 

perimeter wall plus exterior on sections facing street and facing beach. 

4. Replace wooden partitions located between each apartment. All nails 

and fasteners will be galvanized. 

5. Sand and repaint metal frames, doors, flashing, and trim.  Contractor will 

use oil-based paint with anti-rust primer over any repairs, bare metal or 

visible rust.  Old coats of paint will be removed as required to assure fit and 

function of doors and hardware. Pre-finished roof flashing on upper and 

lower roofs require cleaning only.   

6. Contractor must protect surfaces from spills and clean all spatter.  

Contractor must protect, relocate, or otherwise restore all landscaping to 

original condition. 

7. During the project, the contractor is responsible to make sure that the site 

is clean and all harmful objects are stored (before, during and after 

project) 

8. All equipment including scaffolding, ladders and electrical tools and cords 

will be in good working condition with current inspection as appropriate.  

Personnel will wear personal protective equipment including hardhats, 

safety glasses, ear protection and footwear as appropriate.   

9. All technical specifications will be reviewed during site visit. 
 

 

A. TECHNICAL SPECIFICATIONS FOR PAINTING WORK 

 

Exterior Painting 

 

a. Paint surfaces as directed by the task order. Match paint to similar adjacent 

materials or surfaces. "Paint" includes coating systems materials, primers, emulsions, 
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enamels, stains, sealers and fillers, and other applied materials whether used as prime, 

intermediate or finish coats. 

 

b. Product Data: Contractor shall submit manufacturer's technical information, label 

analysis, and application instructions for each paint material proposed for use to the 

COR, prior to starting work. As an attachment, list each material and cross-reference 

specific coating and finish system and application. Identify each material by  

the manufacturer's catalog number and general classification. 

 

c. Material Quality: Pantex or equivalent (against the mold, weatherproof, fungicide).  

Metal doors, trim, and fixtures require oil-based paint.  Provide the manufacturer's 

best quality trade sale type paint material. COR approval required.  Contractor shall 

provide samples of the color on sample of the type of material to be painted before 

actual paint date is scheduled.  Paint material must be delivered to the job site in 

unopened containers bearing manufacturer's name and label with trade name and 

manufacturer's instructions. Store materials not in use in tightly covered containers. 

 

d. Project Conditions: Do not apply paint when the relative humidity exceeds 85 

percent, at temperatures less than 5 degrees F (3 degrees C) above the dew point, 

or to damp or wet surfaces. Apply paint only in temperatures in accordance with 

manufacturer's specifications. 

 

e. Repairs should be inspected before painting and any anti-rust or primer 

applications should be inspected prior to application of finish or color coats. 

 

f. Preparation: Remove hardware, accessories, fixtures, and items in place that are 

not to be painted, or provide protection such as taping prior to surface preparation 

and painting. (Taping includes windows, etc.). Clean and prepare surfaces to be 

painted in accordance with manufacturer's instructions.  Remove oil, dust, loose rust, 

mildew, peeling paint or other contamination to ensure good adhesion. 

 

g.  Application: Apply paint in accordance with manufacturer's directions. Use 

applicators and techniques best suited for substrate and type of material being 

applied. Do not paint over dirt, rust, scale, grease, moisture, scuffed surfaces, or 

conditions detrimental to formation of a durable paint film. 

 

h. Upon completion of painting, clean glass and paint-spattered surfaces. Remove 

spattered paint by washing, scraping or other proper methods, using care not to 

scratch or damage adjacent finished surfaces. 

 

i. Notify the Contracting Officer or COR prior to deviation from statement of work or 

specifications as listed. 

 

Additional Notes 

1) Safety requirements include use of personal protective equipment including 

hardhats, eye protection, and fall protection as required.  All equipment must be in 

good working condition with updated safety inspections.  Scaffolding must be in 

good repair and installed according to manufacturer’s instructions.  Electrical 

wires/cords must be in good condition, crane inspections must be up to date, 

equipment must not be damaged. 

 

2) Contractor mobilization space and access will be addressed during site visit. 

 

3) Working Hours are Monday through Friday, 8:00am to 5:00pm.  No work shall 

be planned on holidays or weekends without prior approval of the US Embassy.   

 

stucco and remove any loose stucco before applying paint. 
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Contract vehicle:  Open Market 

 

Set-aside restrictions?  There are no set-aside restrictions for this procurement 

 

Meet or Exceed?  Offers must meet or exceed requested specifications described here 

 

Award type:  Government Purchase Order  

 

Evaluation criteria: lowest price, technically-acceptable 

 

Offer validity: 30 days 

 

Applicable FAR clauses: The selected offeror must comply with all applicable FAR 

clauses. Please see final contracting instrument for a complete list, the full text of 

which may be accessed electronically at http://www.acqnet.gov/far. 

 

 

Contracting Authority: This request for quotation does not constitute a contract with 

the U.S Government.  Per FAR 1.602, the sole representative of the Government 

authorized to enter into an agreement is a warranted Contracting Officer.   

The selected Offeror must ensure that a valid obligating document (e.g. Government 

Purchase Order) signed by a Contracting Officer is in place before commencement of 

work.  Any and all modifications after the commencement of work must likewise be 

authorized by a Contracting Officer. 

 

Delivery: within 30 days 

 

Shipping: All quotations/proposals must include shipping to FOB Destination as 

designated on the contract instrument. 

 

 

NB:  Please note that a French version of this Scope of Work is provided below 

as a rough translation only. The Government can only guarantee the veracity of 

the English version, which shall be used exclusively in the event any 

discrepancies are noted between the English and French texts.  The English text 

presented here holds legal precedence. 
 

 

CAHIER DE CHARGE 

 

 

Produit/service requis : Peindre l’extérieur des deux immeubles résidentiels, 

rénovation de la zone autours de la piscine, des murs de périmètres, des 

murets et clôtures. 
 

Date butoir: 15 Septembre 2015 

 

Description détaillée:  

 

http://www.acqnet.gov/far
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1. Utilisation du karcher pour le nettoyage de tout l’extérieur des bâtiments, 

murs et clôtures. 

2. Nettoyer l’ancienne peinture, réparer le plâtre, les surfaces endommagés 

et les parties extérieurs des édifices (les murs et les clôtures). Le COR 

précisera le produit spécifique qui doit être utilisé.  

3. Appliquer trois couches de peinture de haute qualité qui sera résistant aux 

intempéries, la moisissure, fiable et durable pour l’extérieur. 

4. Peindre les deux faces des murs entrées principaux faisant face à la route 

et les faces des murs faisant face à la plage.    

5. Poncer er repeindre les cadres métalliques, portes, cloisons et les 

garnitures. L’entrepreneur doit utiliser de la peinture à huile et antirouille 

sur toutes les surfaces métalliques ou la rouille est visible. Les vieilles 

couches de peintures seront supprimées au besoin pour assurer 

l’ajustement des portes. Nettoyer toutes les façades des toits. 

6. L’entrepreneur doit protéger les surfaces contre le déversement et 

nettoyer toutes les projections de peinture. L’entrepreneur doit protéger 

ou restaurer tous les aménagements en état initial.   

7. Au cours du projet l’entrepreneur est responsable de faire en sorte que le 

site soit toujours propre et que tous les objets dangereux soient stockés 

(avant, pendant et après le projet) 

8. Tous les équipements, y compris les échafaudages, des échelles et des 

outils et rallonges électriques seront en bon état de fonctionnement 

pendant le déroulement du projet. 

9. Le personnel portera les équipements de protection personnels y compris 

les casques, lunettes de sécurité, les protections d’oreille et des chaussures 

de sécurité.  

10. Toutes les spécifications techniques seront réexaminées lors de la visite de 

site. 
 

 

 

 

Type d’appel d’offre: Offre ouverte au marché 

 

Restriction?  Il n’y a pas de restriction dans cet appel d’offre 

 

Egale ou Supérieur?  Les offres doivent être supérieures ou égales aux spécifications 

décrites dans ce cahier de charge. 

 

Type de contrat: Bon de commande du Gouvernement Américain  

 

Critère d’évaluation: l’offre la plus compétitive répondant aux critères précités 

 

 

Clauses applicables de la Régulation Fédérale sur l’Acquisition (FAR): 

La compagnie sélectionnée devra se conformer à toutes les clauses applicables du 

FAR. Prière de vous référer à l’instrument final sur les Contrats pour une liste 

complète.  Le texte intégral peut être consulté par voie électronique à: 

http://www.acqnet.gov/far. 

 

Autorité contractuelle: Cet appel d’offre ne constitue pas un contrat avec le 

Gouvernement Américain.  Selon l’article 1.602 du FAR, le seul représentant du 

http://www.acqnet.gov/far
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Gouvernement autorisé à conclure un accord est le Responsable des Contrats  

(Contracting Officer). 

Ainsi, la Compagnie sélectionnée doit se rassurer, au préalable, qu’un document 

dument signé par ledit Responsable des Contrats a bel et bien été établi, avant de 

débuter tout service (ou de livrer une commande).  De même, toute modification après 

la livraison ou le début des activités devra être autorisée par le Responsable des 

Contrats. 

 

Validité de l’offre: 30 jours 

 

  

Livraison: Toutes les offres devront inclure la livraison FOB, comme il désigné sur le 

document lié au contrat.  

 

NB: Notez qu’une version française a été faite ci-dessus.  Le Gouvernement 

pourra uniquement garantir la véracité de la version anglaise, laquelle devra 

uniquement être prise en compte s’il arrivait qu’une différence dans les deux 

versions soit décelée.   Ainsi, en cas de litiges, la version anglaise prévaut. 
 


